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Estadisticas de Georgia
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| ocalizacion de Utilidades

La Seguridad
Pagal!

A Llame antes de
comenzar a trabajar

A El Nuevo numero
811

| A Deben Esperar 48hr
wtm N\ A Linea Blanca
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La Seguridad
Pagal!

A Deben de realizar
una inspeccion
visual

A Deben realizar una
Inspeccion manual

A Herramientas
A Documentar

Paro de Seguridad
Tema: Seguridad en las Excavaciones i 14 de Agosto del 2009
Una Herramienta Educativa de la Asociacion de Contratistas Generales de Georgia




Sistemas Protectivos

La Seguridad
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A Empieza a los 5 pies de
Profundidad

A Talud y/o Banquee los
lados de la excavacion o
zanja

A Reforcé los lados de la
excavacion o zanja

A Posicione un escudo (caja
de zanja) entre la
excavacion/zanja y el area
de trabajo

Paro de Seguridad
Tema: Seguridad en las Excavaciones i 14 de Agosto del 2009
Una Herramienta Educativa de la Asociacion de Contratistas Generales de Georgia




Safety Control System
Daily Excavation Inspection Form

"=
Site Location:
Date: Time:
Competent Person:
Soil Type:
Soil Class: |Excavation Depth: |Excavation Width:
Type of Protevtive System:
Weather: |Indicate each item by: Y/N/NA
1.) Utilities
Utlity companies contacted and/or located?
Exact/suspected location of utilities marked/white lined?

Utility locate number?

|Underground installations protected, supported, or removed when ecavation is open?

A D I arl a.m e n te a.n teS d e [ﬁztleatrr‘:v: :)crﬁzzz:';fdez?;::io greater than 25" in excavations 4' in depth?

Ladders used in excavations secured and extended 3' above the edge of excavation?

|Structural ramps used by employees designed by the competent person?

E I I l p e Z ar Structural ramps used by equipment designed by Reg. Professional Engineer?
|Ramps constructed of materials of uniform thickness, cleated, with no slip surface?

Employees protected from cave ins when entering or exiting the excavation?

3.) Wet Conditions

A D eS p u é S d e u n a I I UVI a_ Has any water accumulated in the trench?

Any water seepage from walls or bottom?

Precautions taken to protect employees from water accumulation in or near excavation?

|Water removal euipment monitored by a competent person?

yd
A D e S p u e S d e u n a Surface water or runoff diverted or controlled to prevent accumulation in excavation?

Inspections made after each rainstorm or other hazard increasing occurance?

4.) Hazardous Atmospheres

O C u r re n C I a q u e Atmosphere tested where there is reasonable possibility of oxygen deficiency,
combustable, or other harmful containment exposing employees to a hazard?

Can the trench be classified as a "confined space"?

au m e n te e I ri e Sg O t al e S [;jsgggpfgcgzcgfgtgzzg ':o ensure that the atmosphere remains safe?

|Are spoil piles, egipment, & employees back at least 2' back from edge of excavation?

como: lluvia, dinamitar Ao b brion resks (1echue plancs) aory vonch wal

Is there layered soil present?

Are there any trees, boulders, signs, poles, etc. in the area?

[ LI 4
y/O VI b raC I O n Are surface encumbrances supported or removed?
Empoyees prohibited from working on the faces of slopes, benches, or above others?

Barriers/ Fall Protection provided for all excavations, pitts, shafts, etc.?

|Warning system utilized when mobile equipment is operating near edge of excavation?

6.) Support Systems

|Support systems provided to insure stability of adjacent structures, roadways, etc.?

Menbers of supprt system securely fastened to prevent failure?

Any fluid leakage detected in aluminum shoring?

Are employees and ladder inside the trench box.shield?

Shielding extends min. 18" above bottiom cut of slope?
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Water Accumulation

La Seguridad
Pagal!

A No debe de trabajar en
una excavacion/zanja
al menos que

A Proceso de desagiie

A Monitoreado por una
persona Competente
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